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COUNTY OF SAN DIEGO @ DEPARTMENT OF PLANNING AND LAND USE
BUILDING DIVISION

SPAN TABLES FOR RESIDENTIAL DECKS

TABLE 1 TABLE 2

DECK JOIST SPANS FOR
RESIDENTIAL DECKS

MINIMUM GIRDER SIZES (DFL #2 or better)

Live Load = 60 psf Dead Load = 8 psf POST JOIST SPAN (ft)
ALLOWABLE SPANS SPACING
(ft) 4 6 8 10 12 14 16
SIZE SPACING |DFL #2] REDWOOD
12" 5-11" | 5-4"
2X4 16" 5-5" | 4-11" 4 4x4 4x4 4x6 4x6 4x8 4x8 4x8
24" 49" | 4-1
= i B 4x10 | ax10 | ax10 | ax12
" g " gn X X X X
2X6 16 8'-6 7-9 6 4x6 4x6 4x8 66 68 68 6x10
24" 7'-0" 6'-6"
12" 124" | 11'-2"
2% 16" 10-10"| 10-2" 8 a8 4x10 4x10 4x12 4x14 4x14 4x16
8 0-10" 10~ ex8 | oxs | ex10 | ex10 | ex12 | ex12
24" 8-10" | 8'-6"
12" 15-3" | 14'-3"
2% 10 16" 13-2 | 13-0" 10 4x10 4x10 4x12 | 4x14 | 4x16
) i 6x8 6x8 6x10 | 6x10 | 6x12
24" 10'-9" | 10'-10"
If joists are within 18" of grade, use pressure If joists are within 12" of grade, use pressure treated DFL
treated DFL or Foundation Grade Redwood. or Foundation Grade Redwood.
TABLE 3 TABLE 4
MINIMUM FOOTING SIZES NAILING SCHEDULE
(1000 PSF SOIL BEARING CAPACITY) Connection Nails (box or
common)
POST JOIST SPAN (ft) Joist or Girder tog .nall 3-8d
SPACING 1x6 Sub floor to joist -
(ft) 4 6 8 10 12 14 16 face nail (only for joists 2-8d
16" 0.c.)
4 12" 14" 16" 17" 18" 20" 21" 2 inch Sub floor to Joist 2-16d
6 w | e | s | 20 | 2 | 2 | 25 3/4 inch exterior 8d common
. 6" 0.c. edge
plywood to Joist 10" o.c. field
8 16" 18" 21" 23" 25" 27" 28" —
. . 10d common
1 1/8 inch exterior 6" 0.c. edge
10 17" 20" 23" 25 27 29 31 T & G ply to girder 10" o.c. field
Minimum footing depth to be 12" below natural grade. Decking within 6" of grade should be

Foundation Grade Redwood or pressure
treated material.
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COUNTY OF SAN DIEGO o DEPARTMENT OF PLANNING AND LAND USE
BUILDING DIVISION

TYPICAL DECK

See Page 3
for ledger attachment.

Min. 18 ga.
" Joists U-type hanger
speclly size
and spacin Q
per Table 1
See
connection
details below

Joist
spacing

Posts
(specify size
and spacing)

~ Girder (specify
Continuous P ?e\ bty
solid blocking ~ .- Footing (specify size
between joists = and spacing per Table 3)

POST-TO-GIRDER CONNECTION

CASE 1 - END CONDITION CASE 2 -INTERIOR CONDITION
Post cap Post cap
installed per installed per
manufacturer's manufacturer's
installation installation
instructions instructions
Provide 4x4
knee brace or

top-to-bottom
brace on the
T interior side of
all post-to-beam ' N\
connections &

- when post height ;
18" minimum | exceeds 4'-0" 18" minimum

Two 14" Dia. lag
bolts top and
bottom typical
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COUNTY OF SAN DIEGO ® DEPARTNVMENT OF PLANNING AND LAND USE
BUILDING DIVISION

TYPICAL DECK ELEVATION LOOKING FROM PARALLEL TO REAR OF DWELLING

_T'

36"
minimum

Ledger must be the same size as the
joints or larger and fastened to the studs
with two 3/16-inch diameter by 5-inch
long lag bolts spaced at 16” maximum
on center for up to a 16-foot joist span.

Joists—3 . . .
Two 3/8 inch-diameter by 5 inch-long lag
Girder bolts may be spaced at 32" maximum on
A 0] __ center when the joist span does not
T .?Y7" exceed 8'0".
Greater N\
then;+-0 TYPICAL PAD FOOTING
= floss than 18"
e B umber must
70N \\' pressure-treated. iclear
270" minimum
1o dayight .~ 8" to natural .
rade i 0
L ko >
o EL 2 ek
i 0" o inimum
TYPICAL DECK ELEVATION FACING REAR OF DWELLING —12" —>]| T
|4€3'0" maximum-3»
J
4" maximum
clear == 36"
minimum
Use two %" Diameter x5” bolts
Decking—p-Z2222222, 1 _ through 2x6 joists minimum at
4 3’-0” maximum on center.
Girder \ . Distance from edge of member
— R L ol to canter of bolt to be 1 %"
=V 4 5 minimum.
If greater than i
4'0" provide
braces at
post-to-beam
connections
7. T
QA \\
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